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C-mount 1.2”
High Resolution Telecentric Lens

FHL Series

Model FHL-0.5X-65D-C FHL-0.69X-65D-C FHL-1X-65D-C FHL-2X-65D-C FHL-2.74X-65D-C FHL-3.45X-65D-C
Magnifica�on 0.5X 0.69X 1X 2X 2.74X 3.45X
Working Distance 65mm 65mm 65mm 65mm 65mm 65mm
N.A. 0.042 0.057 0.082 0.14 N/A N/A
F number 6 6 6 7.2 N/A N/A
Sensor Size 1.2" 1.2" 1.2" 1.2" 1.2" 1.2"
Coaxial Light 〇 〇 〇 〇 〇 〇

Mount C-mount or 4/3 C-mount or 4/3 C-mount or 4/3 C-mount or 4/3 C-mount or 4/3 C-mount or 4/3

SONY
    IMX367
IMX530,540

Gpixel
GMAX0505

TELEDYNE
         e2v
Emerald16M

Features
・ High resolution design compatible with the latest CMOS sensor 
   with a pixel size of less than 3 um.
・  Image size
          C mount                  1.2 inches
          Micro 4/3 mount   21.6mm
・All models have coaxial lighting port type.
  Specially designed to obtain highly uniform coaxial lighting.
  (Unformity change depends on the light source conditions)

*Design and specification may be changed without any notice.
*Without coaxial port models are also avaiable.


